JAM Parking

Structure
— 101-115 Middlesex St.

| City of Lowell, MA

ROOF TIER

0 GROUND TIER

Civil/Structural:

= Parsons Brinckerhoff
Quade & Douglas, Inc.

75 Arlington Street
Boston, MA 02116
Tel: 617-426-7330

Fax: 617-482-0642

SERVICE CONNECTION
TO BE DETERMINED

l 1 2 1-3" COND. (TYP.)

P1, P2, P3, P4, P5, P6, P7, P8

12" X 12" PULL BOX (TYP.)

Architecture:

Fennick McCredie
Architecture, Ltd.

(SOLID L.E.D.) A ‘
HAND /MAN & COUNTDOWN ; — Z ; 7 s | Survey: L
SINGLE SECTION : = 4 | | Judith Nitsch Engineering
B ] | |
A, B, C, D,
A LOOP DETECTOR (TYP.) =t
: ' J ’ K ’ L ’ A Cost Estimating:
— Hanscomb, Faithful & Gould
PROP. 20’ TS PROP. 15' TS
MAST ARM MAST ARM
Code Compliance:
Robert W. Sullivan, Inc.
SIGNAL HEAD NOTES: Landscape Architecture:
1. ALL OVERHEAD MAST ARM SIGNALS SHALL BE RIGIDLY MOUNTED. Pressley Associates, Inc.
2. SIGNAL DISPLAYS SHALL BE LED TYPE.
3. ALL TRAFFIC SIGNAL LENS SHALL BE 12” mg;’-A%a TS
4. ALL OVERHEAD SIGNALS SHALL HAVE NON—LOUVERED BACKPLATES. I
. ___ __ _ — — — — — — — ]
TRAFIC SIGNAL INSTALLATION
MIDDLESEX STREET AT MARSTON STREET & SOUTH STREET
LIST OF MAJOR ITEMS REQUIRED No. Date  Revision
QTY DESCRIPTION
1 ACTUATED CONTROLLER NEMA TS2 TYPE 1 WITH CABINET (TYPE CC), FOUNDATION
1 SERVICE CONNECTION
3 20' MAST ARM (STEEL) — TYPE Il & CORED PIER FOUNDATION
1 15" MAST ARM (STEEL) — TYPE | & CORED PIER FOUNDATION
1 T.S. POST 10° STANDARD INCL. FOUNDATION ——— e
: 18913A
12 | SIGNAL HEAD 1-WAY, 3—SECTION, 12" LENSES LED PREFERENTIAL PHASING DIAGRAM ;°b N°'E; ——
rawn .
8 PEDESTRIAN SIGNAL HEADS (MAN/HAND & COUNTDOWN LED) 4
@1 @ 2 @ 3 Checked By: RKO
7 PEDESTRIAN PUSH BUTTON, w/R10—4 SIGN AND SADDLE p——
11| PULL BOXES 12x12 A W A, U A U L T
14 | WRE LOOP DETECTOR 6’ X 6’ < —~ Scale:
2 WIRE LOOP DETECTOR 12’ X 6’ < - re A re —
» ﬁ \ %ﬁ
400 LF | 3" CONDUIT 4 / x
4 DUAL CHANNEL RACK MOUNTED LOOP DETECTOR AMPLIFIERS Y /Y\ /Y\'Y\ — g
1 MODEL 760 PRE—EMPTION SELECTOR RACK |
2 MODEL 752 TWO CHANNEL PHASE SELECTOR J
4 MODEL 711 1—CHANNEL, 1 DIRECTION, OPTICAL DETECTOR [h :
2 CONFIRMATION BEACON (COLOR — CLEAR) - J
NECESSARY DUCT, CABLE, LABOR, MISC. MATERIALS & EQUIPMENT TO N

PROVIDE A COMPLETE OPERATING TRAFFIC CONTROL SIGNAL IS

INCIDENTAL TO THE ITEM.
KEY PLAN

CIVIL
TRAFFIC PLAN

T-1
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